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Surgical Dressings Sectional Committee, MHD 15

FOREWORD This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the Surgical Dressings Sectional Committee had been approved by the Medical Equipment and Hospital Planning Division Council. Bandage, T-shaped, calico is mainly used in hospitals as abdominal bandage. These bandages are usually supplied in non-sterile condition. In the preparation of this standard, assistance has been derived from Joint Services Specification JSS: 6510-07 (Feb 1981) `Bandage, T-shaped, calico'; issued by the Ministry of Defence. For the purpose of deciding whether a particular requirement of this standard is complied with, the final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance with IS 2 : 1960 `Rules for rounding off numerical values (revised)`. The number of significant places retained in the rounded off value should be the same as that of the specified value in this standard.
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Indian Standard

BANDAGE, T-SHAPED, CALICO SPECIFICATION
1 SCOPE 1.1 This standard specifies the requirements of bandage, T-shaped, calico. 2 REFERENCES 2.1 The Indian Standards listed in Annex A are necessary adjuncts to this standard. 3 SHAPE AND DIMENSIONS 3.1 The bandage shall conform to Fig. 1 in respect of shape and dimensions. 4 MANUFACTURE 4.1 T-shaped bandage shall be fabricated by machine stitching with white cotton sewing thread, two pieces of white (bleached)cotton calico of the dimensions shown in Fig. 1 in the shape of the letter `?" 5 MATERIAL 5.1 The bandage shall be made of the following materials: a) White (bleached) cotton calico conforming to IS 1544 : 1973, and
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FIG. 1 BANDAGE, T-SHAPED, CALICO 1

IS 14274 : 1995 b) White cotton sewing thread of Variety No. 31 conforming to IS 1720 : 1978 6 WORKMANSHIP AND FINISH 6.1 The bandage shall be fully bleached white and shall be free from starch or substances liable to cause tendering during storage.
Characteristic a> Calico Cotton White (Bleached) 0 Approx count of yarn Warp Weft ii) Threads/dm Warp Weft Mass/q m, g, Min Breaking load, 5 x20 cm between grips, N, Min Warp Weft Sewing Cotton 100 d tex X 6 White (Variety No. 31) i) Count Yarn ii) Construction iii). iv) Length/kg in metres, Min Breaking load of single thread 50 cm between grips, N, Min iii) iv)

4.2 The manufacture and preparation of the bandage shall be conducted under proper hygienic conditions. 7 TESTS 7.1 The white (bleached) bandage and white sewing thread shall conform to the following requirements:
Requirements Test Method, Ref lo IS

23tex 23 tex 268+5% -2.5% 200+5% -2.5% 120

3442 : 1980

1963 : 1981

1964 : 1970 1%9 : 1985

350 215 lOOdtexx6 3 cords, each 2 folds 15120 1332 3442 : 1980 1670 : 1991

b)

8 SAMYLING 8.1 Sampling and acceptance criteria for T-shaped calico bandage shall be as given in Annex B. 9 PACKING 9.1 Two bandages shall be neatly and securely wrapped with brown packing paper conforming to IS 6615 : 1972 or kraft wrapping paper conforming to Grade 2 of IS 1397 : 1990 to form a package. Five such packs shall be made into a unit pack (bundle) by suitably placing one over the other and then suitably wrapped in kraft paper wrapping conforming to Grade 2 of IS 1397:1990 which shall be glued at each end. 10 MARKING 10.1 All packages shall be clearly and indelibly marked with the following information:

a) Indication of the source of manufacture,

b)
C>

d)

e>

9

Dimensions of the bandage, Batch number, Date of manufacture, The words `NOT STERILIZED' in 1.25 cm characteristics, and The quantity packed.

10.2 BIS Certification Marking The product may also be marked with the Standard Mark. 10.2.1 The use of the Standard Mark is governed by the provisions of Bureau of Indian Standards Act, 1986 and the Rules and Regulations made thereunder. The details of conditions under which the licence for the use of the Standard Mark may be granted to manufacturers or producers may be obtained from the Bureau of Indian Standards.
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ANNEX A (Czuwe 2.1)
LIST OF REFERRED INDIAN STANDARDS IS No. 1397 : 1990 1544 : 1973 1670 : 1991
Title IS No. Title

Kraft paper (second revision) Cotton Calico (second revision) Textile - Yarn - Determination of breaking load and elongation at break of single strand (second
revision) revision)

weight per linear metre of fabrics (first revision) 1969 : 1985 Methods for determination of breaking load and elongation of woven textile fabrics (second
revision)

1720 : 1978 1963 : 1981

Cotton sewing threads (second 3442. 1g8o

1964 : 1970

Methods for determination of threads per unit length in woven 4905 : 1968 fabrics (second revision) Methods for determination of 6615: 1972 weight per square metre and

Method for determination of crimp and count of yarn removed from fabrics (@St revision) Methods for random sampling General purpose packing/wrapping paper

ANNEX B

(Clause 8.1)
SAMPLING AND CRITERIA FOR CONFORMITY B-l LOT All the bandages of the same material and shape and dimensions produced under similar conditions of manufacture shall constitute a lot. B-U. Each lot shall be tested separately for ascertaining the conformity of the lot. B-l.2 The number of bandages to be selected from the lot shall depend on the size of the lot and shall be in accordance with co1 1,2 and 4 of Table 1.

Table 1 Number of Bandages to be Selected
Lot Size Non-destructive Testing Destructive Testing

/
N
(1) up

_ -_... -. _A.-_ _No. of Bandages to be Selected
?l (2)

-_._. 1
a

/-- ___.. .- _.. _ . A_-.. -...
No. of Bandages to be Selected nt (4) 8 8 13 13 20

-. -I

Acceptance Number (3) 1 2 3 5 7

Acceptance Number at (5) 0

to 280

281 to 500 501 to 1200 12Olto3200 3 201 to 10 000 *or lot size when less than 13

13* 20 32 50 80

B-l.3 These bandages shall be selected at random tolerances (3.1), manufacture (4.1), and workmanfrom the lot. For this purpose, reference may be ship and finish (6.1). made to IS 4905:1968. B-2.1.1 Any bandage failing in one or more of the B-2 NUMB.ER OF TESTS AND CRITERIA FOR above requirements shall be termed as defective. CONFORMITY The lot shall be considered as conforming to the B-2.1 All the bandages selected as per co1 2 of above requirements if the total number of defecTable 1 shall be examined for dimensions and tives found in the sample is less than or equal to the 3

IS 14274:1995 acceptance number given in co1 3 of Table 1. Otherwise, the lot shall be rejected. [7.1(i)], threads/dm [7.l(ii)], mass persq m[7.l(iii)] and breaking load [7.1 (iv)]. B-2.3 The lot shall be considered as conforming to B-2.2 Out of the sample already found satisfactory the requirements of the specification if the total according to B-2.1.1, a sub-sample as per co1 4 of number of defective bandages found in the sample Table 1 shall be taken. This sub-sample shall be (as per B-2.2) is less than or equal to the acceptance further tested for approximate count of yarn number as given in co1 5 of Table 1.
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Bureau of' Indian Standards BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote harmonious development of the activities of standardization, marking and quality certification of goods and attending to connected matters in the country. Copyright

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form without the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to copyright be addressed to the Director (Publications), BIS.
Review of Indian Standards

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue of `BIS Handbook' and `Standards Monthly Additions'. This Indian Standard has been developed from Dot : No. MHD 15 ( 2128 ),
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